
UV-Protected Opaque Polycarbonate for Durable Outdoor Applications.

SRT Plastics Opaque UV Polycarbonate is a one-side UV-protected opaque polycarbonate sheet designed for 
outdoor use where impact resistance, colour stability, and mechanical performance are essential. Built for curved, 
flat, and shaped components, the product is is also available with two-side UV protection. From cladding to 
containers, this solution ensures longevity and performance as well as offering compatibilty with plastic recycling 
workflows for added environmental and cost efficiency.
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The information contained within this datasheet is for guidance only. 
The data is not exhaustive. All figures quoted are nominal. Any applications should be checked with SRT Plastics prior to use.

• Standard Sheet Sizes: 1250 x 2050 mm

• Thickness range: 2 - 8 mm 

• Max Width: Smooth (00/00) - 2050 mm / Embossed - 1700 mm

• Embossing: 00/00, 00/35, 00/40

• Colours: Standard colours as well as customer specific colours on request

• Outdoor wall cladding and architectural facades

• Agricultural and industrial machine covers or containers

• Automotive trim and body panel components

• Weather-resistant signage and display structures

• Outdoor kiosks, enclosures, or equipment housings

• Packaging components with visual or functional identification

• One or two sided UV protection for outdoor durability

• Extremely high impact strength with wide thermal resistance

• Available in custom and metallic colour finishes (CCL/TCCL options)

• Ideal for thermoforming, flat mounting, or moderate curving

• Supports sustainability with the suitability for recycling

• Embossing and packaging striping options available

AVAILABLE DIMENSIONS

TYPICAL APPLICATIONS

KEY ADVANTAGES
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PROPERTY      VALUE UNIT  STANDARD

PHYSICAL PROPERTIES

Density       1,2  g/cm³  IS0 1183

MECHANICAL PROPERTIES

Tensile Strength (Yield / Break)    60 / 50  N/mm²  ISO 527-2

Elongation (Yield / Break)     6 / >50  %  ISO 527-2

Elastic Modulus      2200  N/mm²  ISO 527-2

Flexural Modulus      2300  N/mm²  ISO 178

Izod Notched Impact (+23°C / -23°C / -30°C)   65 / 13 / 11 kJ/m²  ISO 180/A

Charpy Notched Impact (+23°C / -23°C / -30°C)   62 / 12 / 11 kJ/m²  ISO 179-1/1eA

Rockwell Hardness*      M70  R-scale  ISO 2039-2

THERMAL PROPERTIES

Co-efficient of Linear Thermal Expansion (20°C  - 70°C )  70x10-6  K-¹  ISO 11359-2

Vicat Temperature VST/B120 (0,45N/mm²)   149  °C  ISO 306

Heat Deflection Temperature HDT A (1,80N/mm²)  135  °C  ISO 75-2

FIRE PROPERTIES

Flammability 1,6 mm*     HB  Class  UL 94

*Value based on information supplied by resin supplier

The information contained within this datasheet is for guidance only. 
The data is not exhaustive. All figures quoted are nominal. Any applications should be checked with SRT Plastics prior to use.
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